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SPECIFICATIONS SPUV2-08 SPUV2-11 SPUV2-15 SPUV3-23 SPUV3-34 SPUV3-50 SPUV4-068 SPUV4-112 

FlowRate-m3/h(gpm) 
99% UVT @ 40mJ/cm2 

8(35) 11(48) 15(65) 23(100) 34(150) 50(220) 68(300) 112(500) 

Number of Lamps 1 1 1 1 1 1 2 2 

Lamp Life—Hours* 9000 9000 9000 9000 9000 9000 9000 9000 

Operating Power-Watts 100 120 160 100 120 120 240 300 

Operating Pressure-bar (psi) 13(150) 13(150) 13(150) 13(150) 13(150) 13(150) 13(150) 13(150) 

Dry Weight - kg (pounds) 13.5(29.8) 19(33) 19.1(42) 17.2(37.8) 19.5(43) 23.4(51.4) 24.9(54.8) 28.6(63) 

Dimensions (L x H x D) - in 24.0 x 6.2 x 8.2 30.0 x 6.2 x 8.2 39.9 x 6.2 x 8.2 23.2 x 7.4 x 9.0 30.1 x 7.4 x 9.0 40.1 x 7.4 x 9.0 30.6 x 7.9 x 11.4 40.6 x 7.9 x 11.4 

Dimensions (L x H x D) - mm 609 x 158 x 208 762 x 158 x 208 1014 x 158 x 208 590 x 189 x 230 765 x 189 x 230 1019 x 189 x 230 776 x 201 x 290 1030 x 201 x 290 

Product Benefits 

• 75% smaller footprint than standard UV systems 

• May be mounted vertically or horizontally 

• Up to four units may be controlled with a single control box 

• No Flow, No Problem™ — guaranteed 60 minutes 

• Controller, alarms, Remote Control, 4-20 mA output 

• Real time dosimetry 

Technical Advantage 

The Disinfection Series provides users an unparalleled level of engineering sophistication by maximizing 
UV distribution in a patented 99% reflective chamber. This unique technical advantage also reduces the 
number of lamps and power requirements by up to  90% compared to standard UV systems. 

Minimal Maintenance and Service 

 • Lamp Replacement: No Tools Required 

 • UV Monitor: May be changed with a single screwdriver while the system is operating 

 • Cleaning: May be cleaned as needed in a CIP loop or manually brushed 

Unparalleled Efficiency 

The Disinfection Series boasts the smallest footprint in its class. With as few as one-tenth as many bulbs 
compared to standard UV systems, it has the lowest operating cost and maintenance schedule in the 
field. 

* Lamp life is based on a maximum of one on/off cycle per day and room temperature water 

Disinfection, Ultrapure, TOC 
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